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Disclaimer 
The information provided herein was believed by Later, Inc. (“Lawter”) to be accurate at the time of preparation or prepared from sources believed to be reliable, but it is the responsibility of the 
user to investigate and understand other pertinent sources of information, to comply with all laws and procedures applicable to the safe handling and use of the product, and to determine the 
suitability of the product for its intended use. All products supplied by Lawter are subject to Lawter’s terms and conditions of sale.  
LAWTER MAKES NO WARRANT, EXPRESS OR IMPLIED, CONCERNING THE PRODUCT OR THE MERCHANTABILITY OR FITNESS THEREOF FOR ANY PURPOSE OR CONCERNING THE 
ACCURACY OF ANY IMFORMATION PROVIDED BY LAWTER, except that the product shall conform to Lawter’s specifications. Nothing contained herein constitutes an offer for the sale of any 
product.  

Technical Data Sheet 

 
REACTOL™ 1717 H is a Lawter™ polyketone resin. REACTOL™ 1717 H is a pale ketone-aldehyde resin with high alcohol 
solubility. Its high melt point provides improved heat resistance and better blocking resistance than other resins of this group. 
The unique chemistry of REACTOL™ 1717 H imparts a high degree of polarity. This characteristic allows for improved 
adhesion, pigment wetting and gloss. REACTOL™ 1717 H offers the fastest solvent release of the polyketone family of resins.  
 
Applications 
Vinyl sealers and coatings, cellulose lacquers, flexographic inks, rotogravure inks, hot foil stamping, heat-seal and primer 
coatings, gasoline resistant finishes, and rubber compositions. 
 

 High gloss  Excellent adhesion 
 Good pigment wetting  Improved heat resistance 
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Packaging 
REACTOL™ 1717 H is shipped in 25 kg paper bags. 
 
Shelf life and storage conditions 
When stored properly, shelf life from date of production is approximately 12 months. The resin should be stored at temperatures 
under 30°C (86°F). If the resin is stored improperly or for a longer period of time, an increase in viscosity and cloud point is possible. 

Property Value Unit Test Method 

Melt Point 110 ºC Ring & Ball, BAX-QC-100 

Viscosity 
(60 % in IPA) 

1000 cps. Brookfield Thermosel, BAX-QC-109 

Color 
(60 % in IPA) 

3 - Gardner Color, BAX-QC-103 

OH Value 280 mg KOH/g Value based on solid resin, ASTM D4274 

Specific Gravity 1.21 g/cc  

REACTOL™ 1717 H 

Typical properties 


