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Disclaimer 
The information provided herein was believed by Later, Inc. (“Lawter”) to be accurate at the time of preparation or prepared from sources believed to be reliable, but it is the responsibility of the 
user to investigate and understand other pertinent sources of information, to comply with all laws and procedures applicable to the safe handling and use of the product, and to deter mine the 
suitability of the product for its intended use. All products supplied by Lawter are subject to Lawter’s terms and conditions of sale.  
LAWTER MAKES NO WARRANT, EXPRESS OR IMPLIED, CONCERNING THE PRODUCT OR THE MERCHANTABILITY OR FITNESS THEREOF FOR ANY PURPOSE OR CONCERNING THE 
ACCURACY OF ANY IMFORMATION PROVIDED BY LAWTER, except that the product shall conform to Lawter’s specifications . Nothing contained herein constitutes an offer for the sale of any 
product.  

Technical Data Sheet 

 

FLEX-REZ™ 1084 AS E is a alcohol soluble polyamide resin with an exceptional high melting point (200°C) which makes it 
very suitable in applications which require high heat resistance.  
 
Due to its specific nature, FLEX-REZ™ 1084 AS E is not a film forming polyamide resin, but gives additional hardness to the 
film to improve grease, scratch and/or scrub resistance.  
It will not gel in solution at lower temperatures, and will even impart some gel resistance when added to standard 
polyamide inks.  
FLEX-REZ™ 1084 AS E offers great potential in formulating unique high performance inks for various substrates.  
 
Application 
Flexographic inks, rotogravure inks, overprint varnishes 
 

 High heat resistance 
 Fast solvent release 
 Film hardness modifier 

 Grease resistance 
 Gel resistance modifier 

 
 

Property Value Unit Test Method 

Acid value < 15 mg KOH/g LIMP01 

Amine value < 15 mg KOH/g LIMP02 

Viscosity (45% NV in 
ethanol 96%) C ½   GH, 25°C 

Colour (45% NV in ethanol 
96%) < 10   

Melting point 200 °C LIMR42 (MDSP) 
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Packaging 
FLEX-REZ™ 1084 AS E is available in 25 kg paper bags.  
 
Shelf life and storage conditions 
Shelf life from date of production is typically 24 months.  
The product should be stored at temperatures ideally between 10 and 30°C.  
The packaging should be kept tightly closed and stored in dry conditions.  
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