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Disclaimer 
The information provided herein was believed by Later, Inc. (“Lawter”) to be accurate at the time of preparation or prepared from sources believed to be reliable, but it is the responsibility of the 
user to investigate and understand other pertinent sources of information, to comply with all laws and procedures applicable to the safe handling and use of the product, and to determine the 
suitability of the product for its intended use. All products supplied by Lawter are subject to Lawter’s terms and conditions of sale.  
LAWTER MAKES NO WARRANT, EXPRESS OR IMPLIED, CONCERNING THE PRODUCT OR THE MERCHANTABILITY OR FITNESS THEREOF FOR ANY PURPOSE OR CONCERNING THE 
ACCURACY OF ANY IMFORMATION PROVIDED BY LAWTER, except that the product shall conform to Lawter’s specifications. Nothing contained herein constitutes an offer for the sale of any 
product.  

Technical Data Sheet 

 
TERLON™ 1141 A is a Lawter™ linseed alkyd and is known for its excellent pigment wetting ability and fast hard-drying 
properties. TERLON™ 1141 A is an essential ingredient in many oil-based printing inks due to its ability to develop and 
maintain color strength with minimal bronzing and provide flow and leveling where required. These characteristics make 
TERLON™ 1141 A a valuable formulating tool. TERLON™ 1141 A is also very compatible with most ink vehicles and serves 
to stabilize ink formulations whose properties may degrade during long runs. Metal decorating inks based on this alkyd bake 
very fast and form hard abrasion resistant, glossy surfaces.  
 

Applications 
Sheetfed offset, coldset offset, heatset offset, letterpress, and metal deco. 

 Excellent pigment wetting  Improved flow 
 Improved film strength and flexibility  Improved rub and transfer 
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Packaging 
TERLON™ 1141 A is shipped in 40 or 400 lb drums. 
 
Shelf life and storage conditions 
When stored properly, shelf life from date of production is approximately 12 months. The product should be stored at 
temperatures between 10 and 30°C (50-86°F). The packaging should be kept tightly closed and stored in dry conditions. 

Property Value Unit Test Method 

Acid Value 10 mg KOH/g BAX-QC-102 

Viscosity 27 seconds E:E, 25°C, BAX-QC-106 

Color 5 - Gardner Color, BAX-QC-103 

Grind Clear - NPIRI Gage units, BAX-QC-201 

Percent Non-Volatile 100 % BAX-QC-195 

Bio-Renewable Content, (+/-2%) 78 wt% Theoretical value based on formulation 
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