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Disclaimer 
The information provided herein was believed by Later, Inc. (“Lawter”) to be accurate at the time of preparation or prepared from sources believed to be reliable, but it is the responsibility of the 
user to investigate and understand other pertinent sources of information, to comply with all laws and procedures applicable to the safe handling and use of the product, and to deter mine the 
suitability of the product for its intended use. All products supplied by Lawter are subject to Lawter’s terms and conditions of sale.  
LAWTER MAKES NO WARRANT, EXPRESS OR IMPLIED, CONCERNING THE PRODUCT OR THE MERCHANTABILITY OR FITNESS THEREOF FOR ANY PURPOSE OR CONCERNING THE 
ACCURACY OF ANY IMFORMATION PROVIDED BY LAWTER, except that the product shall conform to Lawter’s specifications . Nothing contained herein constitutes an offer for the sale of any 
product.  

Technical Data Sheet 

 

HYDRO-REZ™ 6500 E is an alcohol soluble, fumaric modified, rosin adduct recommended for use in solvent or water-
based flexographic inks. In addition, this resin is soluble in glycols and other alcohols and provides low viscosity. 
The high melting point promotes a fast solvent release and good leveling properties.  
 
HYDRO-REZ™ 6500 E can also be used in pigment striking as an additive. The combination of high acid value, low 
molecular weight and rosin nature can enhance the pigment’s receptivity to wetting.  
Recommended for use in steam set and moisture set systems.  
 
Application 
WB and/or SB Flexographic and gravure inks, specialty or spirit varnishes, steam and moisture set.  
 

 High melting point 
 Good leveling properties 
 Low viscosity 
 High rub resistance 

 High gloss 
 Fast solvent release 
 Good flexibility 
 Adhesion to Aluminum foil

 
 

Property Value Unit Test Method 

Acid value 305 mg KOH/g LIMR01 

Hydroxyl value < 15 mg KOH/g LIMR56 

Melting point 160 °C Mettler Toledo MDSP, LIMR42 

Viscosity FORD4 20°C 35 s 60% in EtOH, LIMR07 

Colour 8 Gardner 50% in EtOH, LIMR18a 
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Packaging 
HYDRO-REZ™ 6500 E is shipped in 25 kg paper bags. 
 
Shelf life and storage conditions 
Shelf life from date of production is typically 24 months. The resin should be stored at temperatures below 30°C.  
If the resin is stored wrongly or for a longer period of time, an increase in viscosity is possible.   
 
Product carbon footprint calculated in line with ISO14040 standard is available upon request. 
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